
Ref # JMJ/BMC/MK3/PL/SS/14/01

ENGINE

Displacement (c.c)

Camshaft

Cylinder arrangement & No.

Exhaust system

Power train layout

TRANSMISSION

Transmission

Number of gears

Front & Rear Suspension

Steering 

Brake System

Wheels

Tyres

Air Horn

Audio System

Auxiliary Lights

Battery

Bonnet Emblem

Bufori Floor Mats

Climate Control

Coach Line

Cool Box

Electric Windows

Front Windscreen

Headlights

High Level Brake Light

Instrumentation

Interior Rear View Mirror 

Interior Trim

Park Brake

Rear Windscreen

Room Lamp

Scuff Plates

Seats

Security Immobilizer

Side Rear View Mirrors 

Single-Tone Body Colour

SRS

Steering Wheel

Sun Visors

Thermal & Acoustics

Tool Kit

Trip Computer

Veneer

On-board

Stainless steel

Foot operated

Incorporating vanity mirror 

Fully insulated cabin against sound and heat 

Hand French-polished walnut burl

Electrically adjustable

Solid or Metallic

Supplement Restraint System, driver air bag & pre-tensioned seat belts

Leather and wood

Ergonomically designed with the world's finest quality tools

17"x 7" 2 piece magnesium alloy rims c/w polished stainless steel edge rim

Cut pile - 3 piece set

Wide range of premium leather & matching carpets with leather binding

Automatic digital climate control air conditioning with heater

Single or twin

Remote control transponder c/w remote trunk release

Laminated safety glass

Quartz halogen  Hi/Low beam 100w/90w 

Ergonomically designed.

24K gold plated bezels

Electrically adjustable

Ergonomically designed cooling / heating box

One touch operated

225 / 45 / 17

STANDARD EQUIPMENT LIST

Dual trumpet

AM/FM, with CD head unit

Auto dimming

Safety glass c/w electric demister

Delay dimming with map lights

2 x 6"x 55w - driving lights or 2 x 6" x 55w - fog lights

Long life maintenance free battery

Hand Polished Stainless Steel

SST - Sequential shift transmission

V6

Stainless Steel c/w 3 x Three stage catalytic converters with oxygen sensors

Rear Mid-mounted

Independent double wishbone, coil springs and adjustable shock absorbers

LHD / RHD - Power assisted rack & pinion with adjustable steering column

ABS (Anti-Lock Braking System) and  EBD (Electronic Brake-Force Distribution)

CHASSIS SPECIFICATION

BUFORI MKIII La Joya - SPECIFICATION

2656

SPECIFICATION & DESCRIPTION

4 Forward 1 Reverse

QOHC
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Ref # JMJ/BMC/MK3/PL/SS/14/01

BUFORI MKIII La Joya - SPECIFICATION

Overall length

Wheelbase

Width

Height

Track Front/Rear

Curb weight 

Maximum Permissible Weight 1640kg

Luggage Area

Fuel Tank

Bufori Floor mats

Coach Line

Cruise control

Multi Media System

Single Tone Body Colour Metallic

Sonar System

TPMS

Bonnet Emblem

Bonnet Emblem + Base

Indoor Dust Cover

Veneer

Two-tone Leather

Special Effect Body Colour

Reverse Camera

Seat Massagers

ipod Interface

Super Charger

La Joya (The Jewel)

Carpets

Persian Carpets

Silhouette model car

1535mm / 1535mm

24K 99% pure gold plating

24K 99% pure gold plating

Tailored

Variety of two-tone interior combinations

Aqua Intercooled 

Precious stones of your choice i.e.: Diamonds, Emeralds, Ruby, etc 

Same colour as original car, on leather base

1807mm

1365mm

1490kg

250L

80L

100% silk - 3 piece set

Front - audio,  Rear - audio and visual

Tyre Pressure Monitoring System, digital display

OTHER AVAILABLE OPTIONS

Night vision with parking assistance

100% Lambs wool - 2 piece set

Variety of grains & colour choices

Two-tone solid and/or metallic or Single-Tone/Two-tone Pearl or Glitteratti (conditions apply)

Pneumatic system with remote control (driver and passenger)

Electric - controls incorporated in steering wheel

Double DIN touchscreen c/w satellite navigation, Bluetooth - hi power amp, 5 speakers

INCLUDED LUXURY OPTIONS

Single or twin

Cut Pile - 2 piece set

MASSES & DIMENSIONS

4330mm

2800mm

Important Notice 
Bufori Motor Car Company (M) Sdn Bhd is constantly seeking ways to improve the specification, design and production of its vehicle and alteration take place 
continually.   
Whilst every effort is made to produce up to date literature, these specifications and quotation should not be regarded as an infallible guide to current specification. 
No part of this document may be reproduced or transmitted in any form or by any means, electronic or mechanical, for any purposes,  without the expressed written 
permission of Bufori Motor Car Company (M) Sdn Bhd. 
 

 Bufori Motor Car Company (M) Sdn. Bhd. (Co. # 440714-U)

34B Jalan 5 / 32A 6 1/2 Mile Kepong Kuala Lumpur 52000 Malaysia.

Tel: +603 6259 1000  Fax: +603 6259 2000  URL: www.bufori.com

Page 2 of 2

Page 2 of 2


